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SKINTACT Easibeat    • Paediatric Multifunction                                           
Defibrillation Electrodes

“SKINTACT Easibeat Multifunction 

Defibrillation Electrodes are designed for the 

use of external defibrillation, non-invasive 

pacing, synchronised cardioversion and 

monitoring on paediatric patients under  

8 years weighing less than 25 kg (55 lbs).“

Our unique C-line technology guarantees 

perfect processing of all materials  according 

to ISO 13485 and at the same time reduces 

cost. The proper adhesion ensures a high 

degree of skin contact, minimal impedance 

and is gentle to the patient’s skin.
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They are available with different connectors compatible with the following listed devices:

SKINTACT Easibeat Paediatric Multifunction Defibrillation Electrodes can be used on children weighing up to 

25 kg (55 lbs) with a delivery of 100 joules maximum.

SKINTACT Easibeat    • Paediatric Multifunction                                           
Defibrillation Electrodes

Leonhard Lang GmbH

Archenweg 56 
6020 Innsbruck, Austria  
Tel. +43 - 512-33 42 57, Fax 39 22 10 

Medical@LeonhardLang.at
www.LeonhardLang.at

All SKINTACT Easibeat Multifunction Defibrillation Electrodes meet the relevant clauses of ANSI/AAMI DF80 and IEC 60601-2-4 for Cardiac 
Defibrillators.

Order
Code

Connector 
(compatible)

Order
Code

Connector 
(compatible)

DF30 
(<25 kg,
<55 lbs)

Zoll 

Zoll E Series, Zoll M Series
Zoll R Series, Zoll PD 1200 
Zoll PD 1400, Zoll PD 1600
Zoll PD 1700, Zoll PD 2000

DF36 
(<25 kg,
<55 lbs)

Philips Codemaster

Codemaster XE
Codemaster XL
Codemaster XL+
Codemaster 100

DF31 
(<25 kg,
<55 lbs)

Physio - Control 
(Medtronic) 
Lifepak 9, Lifepak10 
Lifepak 12, Lifepak 15
Lifepak 20

DF37 
(<25 kg,
<55 lbs)

Nihon Kohden

With pad adaptor JC-755V.

TEC-5521, TEC-5531 
TEC-7621, TEC-7631 
TEC-7721, TEC-7731

DF32 
(<25 kg,
<55 lbs)

Philips Heartstart

Heartstart MRx
Heartstart XL
Heartstart XL+

DF35 
(<25 kg,
<55 lbs)

Welch Allyn

PIC 30, PIC 40, PIC 50

	 Excellent Skin Coupling. Proper adhesion 

between electrodes and skin ensures firm  

contact:

–	 optimal water absorption of the gel

–	 good adhesion on perspiring skin

–	 utilisation of minimal thickness layers of  

materials increases flexibility

–	 maximum contact area means minimum 

impedance values and in addition reduces  

thermical and mechanical exposure of the skin

	 Overlapping Gel. This unique technology  

minimizes the risk of burns because of:

–	 elimination of tin edge exposure

–	 better current 

distribution

–	 minimized 

flashover

–	 minimized 

edge effect

	 Multifunction. Continuity of patient care 

eliminates replacing the electrodes between  

developing stages of the patient’s treatment.

	 Shelf Life: 18 months

	 Quality Assurance. Each set is subject to 100% 

test and inspection before packaging.

	 Clearly Printed Instructions. Instructions are 

clearly printed in two colours (green and black) 

on the electrodes for correct placement. 

	 Quick’n’Easy. 

Designed specifically  

for quick and easy  

application and  

removal.

	 Latex free

gel line tin line  adhesive foam line

Packaging-Standard for all SKINTACT Easibeat 
Multifunction Defibrillation Electrodes: 
1 pair / pouch   •   10 pouches / box   •   60 pouches  / case


